
 

USED BANDSAWS 

Startrite HB250M BANDSAW 
Technical Video: https://www.youtube.com/watch?v=CfbjJuXe_Sg  
 

 
 

 
 

 
 
Robust pull down double  mitre bandsaw for cutting of solids, 
tubes and sections in stainless steel, mild steel, non-ferrous 
metals and plastics. 2 speed drive system fitted with a 1” blade 
and fully guarded to CE regulation. 

https://www.youtube.com/watch?v=CfbjJuXe_Sg


 

 
 
 
 
 
 
 

CAPACITIES 

 90 45 \ 

Round 250 200 

Square 225 175 

Rectangle 455 x 200 200 x175  
 

FEATURES 
 

• User friendly Control System 

• Rapid Clamp & Quick release vice 

• Electrical bow release 

• Heavy duty construction 

• 13m/min – 92m/min Variable Cutting Speed Range 

• 3632 x 27 x 0.9 Alligator Bandsaw Blade 

• 1.5 Kw Motor with Gearbox Reduction 

• Weight – 355Kg 

• Dimensions – 1751 x 628 x 1177mm (L x W x H) 

• Bed Height – 707mm 

• 3 phase, 415v Supply (neutral is required) 



 

PRICES 

 
Startrite HB250M Bandsaw      CALL FOR PRICE 

 
 

• ALL PRICES SHOWN ARE EXCLUSIVE OF VAT  

• 3 MONTHS WARRANTY  

• DELIVERY IS CHARGED AT COST  

• FULL PAYMENT IS REQUIRED WITH ORDER  

• UNLOADING AND ELECTRICAL CONNECTION IS THE 
CUSTOMER’S RESPONSIBILITY  

• QUOTATION VALID FOR 30 DAYS, E&OE  

 
FINANCE IS AVAILABLE ON REQUEST 

 


